
Product Specification Sheet

Brand WORKSafe Model Flow

Type Safety Plano Eyewear Standards SS473:2011

Weight 31g Complies With ANZI/ISEA Z87.1-2020

Frame Height 46mm Bridge Width 13mm

Lens Thickness 2.3mm Hinge-hinge (Inner Width)  119mm

Lens Base Curve 9 Temple Length (Lens-Tip) 123mm

Lens Coating NK rated Anti-fog 
(NKAF)

Lens Polycarbonate (PC)

Front Frame Polycarbonate (PC) Temple Polycarbonate (PC)/ 
Thermoplastic  
Elastomer (TPE) 

Screws Stainless steel Nose Pads Thermoplastic  
Rubber (TPR) 

WORKSafe® FLOW
PLANO EYEWEAR

PRODUCT CODE 
WSE3077-C1
Translucent frame, lime green temple with tip, 
clear NKAF lens

WORKSafe® Flow combines lightweight comfort with 
reliable protection. Featuring a sleek lime green 
design, it offers both style and functionality while 
meeting safety standards, making it a dependable 
choice for work.

• W Pro coating applied on both side of the  
lens - 3 in 1 coating  
(Fog & Scratch Resistance & UV protection)

• W Pro coating is 110x effective than the 
Standard Anti-Fog*

• 320-degree wraparound Frame maximizes 
peripheral vision and protection

• Integration of soft temple tips on temple to 
provide comfort of wearing experience

• Soft nose pad made of non-slipping material, 
providing optimal comfort

• Complies with ANSI /ISEA Z87.1-2020 and 
SS473:2011 standards

*Tested by the factory, using the EN166 protocol, on representative 
samples of Flow.
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Conquer any 
challenge with

Coating. 

Coating
Shatter the boundaries of Fog Resistant technology.  

Experience a revolution in clarity, engineered for those who demand the absolute best.

Against the persistent fog that veils your sight, the clinging dust that dims the light, and the lurking 
threat of scratches that can improve your vision to ensure peak performance.

W+: ANSI Z87.1 standard marking

U6: UV protection Level,  
U: UV protection,  
6: highest level of UV protection 
according to ANSI Z87.1

X: ANSI Z87.1 ANTI-FOG marking

         applied on 
both inner and outer 
surfaces of the lens

110X more Fog Resistant power compared to standard Fog Resistant coatings.

Experience superior vision with these 
engineered coating with advanced 
technology to prevent fogging and 
scratching, ensuring optimal clarity 
and durability. 

*Tested by independent laboratory, using the EN166 protocol, on a representee samples of Flow.

Other fog resistant coating

Standard

W Pro coating
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110x more than the
standard requirements

W+U6X

* In accordance with ANSI Z87.1 – 2020, 
eyewear with Fog Resistant properties 
must remain free from fogging for a 
minimum of 8 seconds to achieve the 
“X” marking. 

Clarity. Elevated.


